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other requirements contained in parts 
171, 172, 173, 178, and 180 of this sub-
chapter. 

(b) This part applies to the offering, 
acceptance, and transportation of haz-
ardous materials in commerce by air-
craft to, from, or within the United 
States, and to any aircraft of United 
States registry anywhere in air com-
merce. This subchapter applies to any 
person who performs, attempts to per-
form, or is required to perform any 
function subject to this subchapter, in-
cluding—(1) Air carriers, indirect air 
carriers, and freight forwarders and 
their flight and non-flight employees, 
agents, subsidiary and contract per-
sonnel (including cargo, passenger and 
baggage acceptance, handling, loading 
and unloading personnel); and 

(2) Air passengers that carry any haz-
ardous material on their person or in 
their carry-on or checked baggage. 

(c) This part does not apply to air-
craft of United States registry under 
lease to and operated by foreign na-
tionals outside the United States if: 

(1) Hazardous materials forbidden 
aboard aircraft by § 172.101 of this sub-
chapter are not carried on the aircraft; 
and 

(2) Other hazardous materials are 
carried in accordance with the regula-
tions of the State (nation) of the air-
craft operator. 

§ 175.3 Unacceptable hazardous mate-
rials shipments. 

A hazardous material that is not pre-
pared for shipment in accordance with 
this subchapter may not be offered or 
accepted for transportation or trans-
ported aboard an aircraft. 

§ 175.8 Exceptions for operator equip-
ment and items of replacement. 

(a) Operator equipment. This sub-
chapter does not apply to— 

(1) Aviation fuel and oil in tanks that 
are in compliance with the installation 
provisions of 14 CFR, chapter 1. 

(2) Hazardous materials required 
aboard an aircraft in accordance with 
the applicable airworthiness require-
ments and operating regulations. Items 
of replacement for such materials must 
be transported in accordance with 
paragraph (a)(3) of this section. 

(3) Items of replacement (company 
material (COMAT)) for hazardous ma-
terials described in paragraph (a)(2) of 
this section must be transported in ac-
cordance with this subchapter. When 
an operator transports its own replace-
ment items described in paragraph 
(a)(2), the following exceptions apply: 

(i) In place of required packagings, 
packagings specifically designed for 
the items of replacement may be used, 
provided such packagings provide at 
least an equivalent level of protection 
to those that would be required by this 
subchapter. 

(ii) Aircraft batteries are not subject 
to quantity limitations such as those 
provided in § 172.101 or § 175.75(a) of this 
subchapter. 

(b) Other operator exceptions. This sub-
chapter does not apply to— 

(1) Oxygen, or any hazardous mate-
rial used for the generation of oxygen, 
for medical use by a passenger, which 
is furnished by the aircraft operator in 
accordance with 14 CFR 121.574 or 
135.91. For the purposes of this para-
graph, an aircraft operator that does 
not hold a certificate under 14 CFR 
parts 121 or 135 may apply this excep-
tion in conformance with 14 CFR 
121.574 or 135.91 in the same manner as 
required for a certificate holder. See 
§ 175.501 for additional requirements ap-
plicable to the stowage of oxygen. 

(2) Dry ice (carbon dioxide, solid) in-
tended for use by the operator in food 
and beverage service aboard the air-
craft. 

(3) Alcoholic beverages, perfumes, co-
lognes, and liquefied gas lighters car-
ried aboard a passenger-carrying air-
craft by the operator for use or sale on 
the aircraft. Liquefied gas lighters 
must be examined by the Bureau of Ex-
plosives and approved by the Associate 
Administrator. 

(4) A tire assembly with a serviceable 
tire, provided the tire is not inflated to 
a gauge pressure exceeding the max-
imum rated pressure for that tire, and 
the tire (including valve assemblies) is 
protected from damage during trans-
port. A tire or tire assembly which is 
unserviceable or damaged is forbidden 
from air transport; however, a damaged 
tire is not subject to the requirements 
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of this subchapter if it contains no ma-
terial meeting the definition of a haz-
ardous material (e.g., Division 2.2). 

§ 175.9 Exceptions for special aircraft 
operations. 

This subchapter does not apply to the 
following materials used for special 
aircraft operations when applicable 
FAA operator requirements have been 
met, including training operator per-
sonnel on the proper handling and 
stowage of the hazardous materials 
carried: 

(a) Hazardous materials loaded and 
carried in hoppers or tanks of aircraft 
certificated for use in aerial seeding, 
dusting spraying, fertilizing, crop im-
provement, or pest control, to be dis-
pensed during such an operation. 

(b) Parachute activation devices, 
lighting equipment, oxygen cylinders, 
flotation devices, smoke grenades, 
flares, or similar devices carried during 
a parachute operation. 

(c) Smoke grenades, flares, and pyro-
technic devices affixed to aircraft dur-
ing any flight conducted as part of a 
scheduled air show or exhibition of 
aeronautical skill. The aircraft may 
not carry any persons other than re-
quired flight crewmembers. The affixed 
installation accommodating the smoke 
grenades, flares, or pyrotechnic devices 
on the aircraft must be approved for its 
intended use by the FAA Flight Stand-
ards District Office having responsi-
bility for that aircraft. 

(d) Hazardous materials are carried 
and used during dedicated air ambu-
lance, fire fighting, or search and res-
cue operations. 

(e) A transport incubator unit nec-
essary to protect life or an organ pres-
ervation unit necessary to protect 
human organs, carried in the aircraft 
cabin, provided: 

(1) The compressed gas used to oper-
ate the unit is in an authorized DOT 
specification cylinder and is marked, 
labeled, filled, and maintained as pre-
scribed by this subchapter; 

(2) Each battery used is of the non-
spillable type; 

(3) The unit is constructed so valves, 
fittings, and gauges are protected from 
damage; 

(4) The pilot-in-command is advised 
when the unit is on board, and when it 
is intended for use; 

(5) The unit is accompanied by a per-
son qualified to operate it; 

(6) The unit is secured in the aircraft 
in a manner that does not restrict ac-
cess to or use of any required emer-
gency or regular exit or of the aisle in 
the passenger compartment; and, 

(7) Smoking within 3 m (10 feet) of 
the unit is prohibited. 

(f) Hazardous materials which are 
loaded and carried on or in cargo only 
aircraft, and which are to be dispensed 
or expended during flight for weather 
control, environmental restoration or 
protection, forest preservation and pro-
tection, fire fighting and prevention, 
flood control, or avalanche control pur-
poses, when the following requirements 
are met: 

(1) Operations may not be conducted 
over densely populated areas, in a con-
gested airway, or near any airport 
where carrier passenger operations are 
conducted. 

(2) Each operator shall prepare and 
keep current a manual containing 
operational guidelines and handling 
procedures, for the use and guidance of 
flight, maintenance, and ground per-
sonnel concerned in the dispensing or 
expending of hazardous materials. The 
manual must be approved by the FAA 
Principal Operations Inspector as-
signed to the operator. 

(3) No person other than a required 
flight crewmember, FAA inspector, or 
person necessary for handling or dis-
pensing the hazardous material may be 
carried on the aircraft. 

(4) The operator of the aircraft must 
have advance permission from the 
owner of any airport to be used for the 
dispensing or expending operation. 

(5) When dynamite and blasting caps 
are carried for avalanche control 
flights, the explosives must be handled 
by, and at all times be under the con-
trol of, a qualified blaster. When re-
quired by a State or local authority, 
the blaster must be licensed and the 
State or local authority must be iden-
tified in writing to the FAA Principal 
Operations Inspector assigned to the 
operator. 
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